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00087

CELL/TM

Antenna cellulare GSM collineare, costituita da
elementi di mezz’onda in fase.

Cellular collinear antenna with system of 1/2 wave
lenght in phase and eddy elements.

Fiberglass whip
Frequency:
Gain:

DC Closed:
Termination:
Base Fitting:
Weight:

lenght 1,50 mt (5 ft)

890 -940/1710 -1990 Mhz
6 db

YES

side N connector

1”- 14 threads female

600 gr (20 oz)

Option: 00187

CELL/TM/USA -

wos?

0087-1
0089-1

00087

- for U.S.A. GSM Frequency specify
- for Europe and Asian GSM Frequency specify

Frequency 800-900/1710-1990 Mhz

option: 0087-1

stesse caratteristiche del modello 00087,
ma con filettatura /TU =1"- Gass

same as code 00087 but 1”- Gass thread

00089

CELL/MLL

Antenna cellulare GSM collineare con elementi

in mezz’'onda in fase ad alta efficienza.

Cellular collinear antenna with elements 1/2 wave
lenght in phase.

Fiberglass whip lenght 2,70 mt (9 ft)

Frequency: 890 - 940/1710 - 1990 Mhz
Gain: 6 dbi

Weight: 700 gr (25 oz)
Termination: side N connector
Base Fitting: 1”- 14 threads female

Option: 00189

CELL/MLL/USA - Frequency 800-900/1710-1990 Mhz

option: 0089-1

stesse caratteristiche del modello 00089,
ma con filettatura /TU =1"- Gass

same as code 00087 but 1”- Gass thread

N Connector

- for U.S.A.- Europe and Asian GPRS Frequency all in same antenna
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CELL/TAL/2

Antenna GSM identica al mod Cell/tal,
ma con staffa inox

anziché adattatore cod. 151.

Same as model Cell/tal,

but with s/s bracket instead of
adapter cod.151.

Option: 00488

CELL/TAL/2 - USA Frequency 800-900 Mhz

Option: 02188

WIFI/TAL- Frequency 2100 Mhz

BASE INOX A TUGA
Stainless stell base
for deck mounting
cod. 088-008

00018

00017

BRACKET
Base inox a paratia per cod. 088-008.
Stainless stell base,side mounting.
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Antenna Cellulare GSM collineare 5 Bande,
costituita da elementi di mezz'onda in fase.
Cellular GSM Collinear Antenna with system
of 1/2 wave lenght in and eddy elements.
USA Frequency
GSM 806 - 900 MHz
]
o
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EUROPEAN Frequency
/ GSM 840 - 960 MHz

—————— Dedicated frequency for
DCS-1800 1710-1880 MHz

\PCS-1900 1850 - 1990 MHz
\ UMTS 1920 - 2170

N Connector

Fiberglass whip: lenght 0,30 (1 ft)

frequency: see the list
Gain: 3Db
Power: 20W
Weight: 330 Gr (20 Oz)
Structure: Epoxy Fiberglass
—E Finishing: Polyurethane paint

o Base fitting: Insertion on dia 26 mm

3 pipe with bolt 1"G
Termination: Bottom N female

00088

CELL/TAL

Antenna GSM , pud essere montata in testa d’albero
0 a tuga a mezzo degli appositi supporti

GSM Antenna, can be mast or deck mounted by
means of support.

Fiberglass whip

N Connector

Lenght: 0,4 mt (1,3 ft)

Frequency: 890 - 940 Mhz
Gain: 3 dbi
DC Closed: YES
00151 Termination: Bottom N connector
_—— Base Fitting: on base 17-18-151
ADATTATORE Weight: 250 gr (9 oz)

con filettatura femmina 1”-14 per cod. 088-008

con foro laterale per uscita cavo
(incluso nella confezione della 00388)
ADAPTER INCLUDED IN 00388 ; with lateral hole for cable

Option: 00188

CELL/TAL/USA - Frequency 800-900 Mhz



